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Full spline length
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Leakage port L2
1 5/8-12

Leakage port L1
1 5/8-12

Installation port for speed sensor
1 5/8-12
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Low pressure relief valve

Flushing valve

Pressure tap Mb
9/16-18

Pressure tap Ma
9/16-18

Flushing pressure
measuring port
9/16-18
Depth：15mm
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32
High pressure port“A”

32
High pressure port“B”

 100 

CWCCW

L R

LMF160/200-27/13

表面处理工艺：表面磷化→清洗去油→喷底漆→喷面漆(RAL9005)

66

LMF160/200-27/13

Motor shaft rotation direction

Port A Port B

Clockwise CW out enter

Counterclockwise CCW enter out

排量 SAE-安装尺寸

160/200mL/r

油口A和B
A6         

mm[in]
A7         

mm[in]

M12              
深度：25mm 66.7 31.8

技术要求

最大工作压力 38Mpa

最大转速 2400r/min

额定工作压力 30Mpa

工作压力流量 ＞360/450L/min

使用寿命
系统油液清洁度正常情况下

，寿命大于10年

Propeller shaft spline Displacement Ports A、B Ports 
L1、L2

Teeth Z 27 13

160/200     
ml/r

  M12               
Depth：25mm

  1 5/8-12        

Radial pitch M 16/32 8/16
A6         

mm[in]
A7         

mm[in]Pressure 
angle a   30°   30°

Dividing 
circle 
diameter

D 42.86 41.38 66.7 31.8

technical requirement

Minimum speed 500r/min

maximum speed 2800r/min

Rated working 
pressure

30Mpa

Proportion

山东兰徳液压精工有限公司

A A

B B

C C

D D

E E

F F

8

8

7

7

6

6

5

5

4

4

3

3

2

2

1

1

Weight(kg)

Product name

Product model

山东兰徳液压精工有限公司

Shangdong Highland Hydraulic Seiko Co.,Ltd
1:5

Closed axial piston motor

Date
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